
service series back siphonage back pressure non-hazardous hazardous

double check valve • DCLF 4A1

• DCLF 4AN2

• DCLF 4SG

• DCLF 4S

• DC4AY

double check 
detector assembly

• DCDALF 4A3

• DCDALF 4AN

• DCDA 4SG

• DCDA 4S

reduced pressure 
principle 
(n & v flow)

• RPLF 4AN4

reduced pressure 
detector assembly 

• RPDALF 4A5

• RPDALF 4AN

atmospheric vacuum 
breaker

• AVB1

• AVB1LF

• AVB2

pressure vacuum 
breaker

• PVB 4A6

• PVBLF 4A

spill resistant 
pressure vacuum 
breaker

• SVB 4A

• SVB 4ALF

dual check • DUC 4ALF

• DUC 4FP

dual check with 
atmospheric port

• DCAP 4A

• DCAP 4ALF

carbonated beverage 
backflow preventer

• CBBP-A

hose connection 
vacuum breaker

• HBV2

• HBV2LF

anti freeze hose 
connection vacuum 
breaker

• HBVAF2

hose connection 
backflow preventer

• HBDUC

• HBDUCLF
*

*

*

1 bronze, 1/2” through 2” only
2 bronze, 3/4” & 1” only
3 bronze, 11/2” through 2” only

waterworks

plumbing

fire protection

irrigation

applications

Backflow prevention is critical to maintaining safe, clean water systems. Aalberts integrated 
piping systems offers a complete line of backflow solutions designed to prevent back pressure 
and back siphonage to protect system integrity. Built for durability, tested for compliance, and 
engineered for peace of mind—our products deliver where it counts.

backflow prevention solutions

4 bronze, 3/4” & 1” only
5 bronze, 11/2” through 2” only
6 1/2” & 11/4” through 2” only

*limited back pressure to 10’ head

warning: check with the local authorities having jurisdiction

made in the USA & BABA compliant



approvals & certifications purpose & relevance

ASSE 1013 reduced pressure zone assemblies (RPZ) - ensures protection against 
high-hazard backflow

ASSE 1015 double-check detector assemblies (DCDA) - covers low to moderate hazard 
backflow prevention 

ASSE 1020 pressure vacuum breakers (PVB)

ASSE 1048 RPZs with integral relief valves in fire protection systems

ASSE 1047 double-check detector assemblies (DCDA) in fire protection systems

CSA B64.4 Canadian standard for RPZ backflow preventers 

CSA B64.5 Canadian standard for double-check valve assemblies

USC (University of Southern 
California)
Foundation for Cross-Connection 
Control 

backflow assembly approval list widely accepted across jurisdictions
verifies physical and performance testing

NSF/ANSI 61 ensures components in contact with drinking water are safe and do not leach 
harmful contaminants

NSF/ANSI 372 verifies low-lead compliance in accordance with the Safe Drinking Water Act

AWWA C510/C511 American Water Works Association standards for backflow assemblies

UL Classified / UL 312 fire protection system use

FM approved backflow preventers used in fire protection systems 

approvals & certifications

scan to refer to our data sheets listed on our website 

available materials 

components material

valve bodies • bronze
• brass
• ductile iron
• stainless steel

check assemblies • bronze
• glass-filled PPO
• stainless steel

elastomer seals & 
gaskets

• EPDM
• NBR (Nitrile)

internal springs • stainless steel

fasteners • coated carbon steel
• stainless steel

test cocks • bronze
• stainless steel

size range

product size range

spill resistant pressure vacuum breakers (SVB) 3/4” - 1”

atmospheric vacuum breakers (AVB) 1/4” - 2”

pressure vacuum breakers (PVB) 1/2” - 2”

double check valve assemblies (DC) 1/2” - 12”

reduced pressure zone assemblies (RPZ) 1/2” - 12”

BAA, BABA, AIS
certification compliance

vertical markets

• chemical 

• data center

• education

• food & beverage

• general building

• government

• healthcare

• hospitality

• manufacturing

• marine

• mining

• multifamily

• petrochemical

• power

• pulp & paper

• residential

• tunneling

• water treatment

“Apollo”® Valves
warranties

view all 
backflow product

view our 
backflow catalog

view all of our 
services

Aalberts integrated piping systems
10715 Sikes Place / Suite 200 / Charlotte /NC / 28277

customer service 704.841.6000

aalberts-ips.us

supplemental products

product size range

water pressure reducing valves (WPRV’s) 1/2” - 4”

strainers 1/2” - 12”

automatic control valves (ACV) 11/4” - 24”

https://aalberts-ips.us/wp-content/uploads/2022/04/Certificate-of-Compliance_Letter_2025.pdf
https://aalberts-ips.us/products/category/?id=29928
https://aalberts-ips.us/wp-content/uploads/2022/02/BFCA9000_3-2024.pdf
https://aalberts-ips.us/warranty-information/
https://aalberts-ips.us/services/
https://aalberts-ips.us/resources/?_category=datasheets



